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NEW

NEW

IP20 L80B10 38° 30° IP65 L80B10 38°

IP20 L80B10 38° 30°

IP20 L80B10 60° 30°

IP20 L80B10 38° 30°

IP20 L80B10 60° 30°

IP20 L80B10 60° 30°

IP20 L80B10 38° 30°

IP20 L80B10 60° 30°

NEW TRIA® 68
DL, rund, Phase

IP65 200mA 8,3W 2700K
460lm 1007406 69,00 EUR

530lm 1007405 69,00 EUR

IP65 200mA 8,3W 3000K
500lm 1007408 69,00 EUR

570lm 1007407 69,00 EUR

220-240V ~50/60Hz
Material: Aluminium

DIM-TO-WARM

NEW TRIA® 68
DL, rund, DTW, Phase

IP20 250mA 11W 1800 - 3000K 700lm
1007424 69,00 EUR

1007423 69,00 EUR

220-240V ~50/60Hz
Material: Aluminium

NEW TRIA® 68
DL, rund, DTW, Phase

IP20 250mA 11W 1800 - 3000K 700lm
1007426 69,00 EUR

1007425 69,00 EUR

220-240V ~50/60Hz
Material: Aluminium

NEW TRIA® 68
DL, eckig, DTW, Phase

IP20 250mA 11W 1800 - 3000K 700lm
1007428 69,00 EUR

1007427 69,00 EUR

220-240V ~50/60Hz
Material: Aluminium

NEW TRIA® 68
DL, eckig, DTW, Phase

IP20 250mA 11W 1800 - 3000K 700lm
1007430 69,00 EUR

1007429 69,00 EUR

220-240V ~50/60Hz
Material: Aluminium

IP65 
Version
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