INDOOR | WANDLEUCHTEN FQ

QUADRASS QUADRASS SPOT LISENNE
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IP 20 1P20 256° L70B50 200°  100° IP 20
220-240V ~50/60Hz 100-240V ~50/60Hz | 700mA 220-240V ~50/60Hz
Material: Stahl / Glas Systemleistung: 2W Material: Basalt / Glas

Material: Stahl / Glas

e Schalter am Leuchtengehause
e Lichtquellen getrennt schaltbar

SSCKET |<40 = CRI SSCKET | <23
INSIDE | W ﬁ?s 80 INSIDE | W
Sockel: 1xE27 max. @: 6.5 cm L: 18cm Down 200Im | 3000K Sockel: 1xE27 max. @: 5.9 cm L: 15¢cm
STCKET [<40
INSIDE | W
Sockel: 1xE27 max. @: 6.5 cm ‘ L: 18cm
Variante Art.Nr. EUR Variante Art.Nr. EUR Variante Art.Nr. EUR
@ schwarz / milchig 1003430 140,00 @ schwarz 1003428 211,00 @® grau / braun 155752 241,00
O weiB / milchig 1003431 140,00 O weiB 1003429 211,00
LED E27 | 13.2W | 220° A60 | 7.5W | 320° LED E27 | 8W | 240°
2700K | 1300Im | EEK=F 2700K | 800Im | EEK=F 3000K | 880Im | EEK=E
13kWh/1000h @ 8kWh/1000h @ 8kWh/1000h -
Art. Nr.: 1005302 | 12,25 EUR Art. Nr.: 1005303 | 9,60 EUR Art. Nr.: 1005289 | 10,25 EUR
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